
The SDO-V8E from Herculift® is the next 

generation solution for motorising sectional 

and tilting garage doors.  Technologically 

advanced, mechanically superior and 

beautifully designed, the SDO-V8E is the 

logical choice for operating your garage 

door.

Superior Strength and Quietness

The SDO-V8E features a powerful, 

microchip-controlled 1000 Newton motor, 

guaranteeing exceptionally smooth and 

reliable performance for both single and 

double garage doors.  The low vibration 

motor’s variable speed operation is 

enhanced by Intelligent Micro-Process 

Control Technology for inbuilt soft start 

and soft stop operation.  Together with a 

one-piece channel guide to prevent chain 

rattling, as well as a high quality sound-

dampening housing, the SDO-V8E is also 

one of the quietest garage openers on 

the market.

Durability

The direct current (DC) technology in the 

SDO-V8E means the motor requires fewer 

moving parts, minimising risk of wear and 

ensuring outstanding durability.  The use 

of quality metals and plastics, precision-

machined parts and strategic reinforcement 

of motor mechanisms gives you additional 

peace of mind that a Herculift® opener will 

last for years to come.

Safety

An Automatic Safety Obstruction System 

makes the SDO-V8E one of the safest 

electronically operated openers. The 

intelligently programmed system stops the 

motor if your door is obstructed during 

opening and will reverse the door if an 

obstruction is encountered during closing.  

An optional Infrared Red Beam Safety 

Protection System can also be specified 

for additional safety. This system employs 

an infrared beam which, when broken, 

automatically reverses the garage door to 

prevent damage to both your door and car.

Security

Hopping Code Technology is used in all 

Herculift openers, helping to secure your 

home against intrusion through unauthorised 

operation of your garage door.  The hopping 

code system generates a unique code each 

time the remote transmitter is used, and, 

with over 4.29 billion possible combinations, 

the risks of code capture and resend or code 

duplication are effectively eliminated.

Innovative Design

Your Herculift® opener comes with other 

innovative features, including:

Manual Operation, Optional Battery Operation 

In case of power failure, the SDO-V8E can 

easily be switched to manual operation by 

disconnecting the chain from the motor 

via the unit’s trolley handle.  

The release mechanism can 

also be used for manual locking if required.   

Alternatively, a backup battery system is 

available as an option, a feature exclusive to 

Herculift openers.

LED Courtesy Lighting

A Courtesy Lighting System is activated 

for three minutes each time the opener is 

operated, making your entries and exits 

easier and safer.  The use of LED technology 

means you will have the benefit of brilliant 

brightness and low energy consumption, 

as well as eliminating the need for replacing 

blown light bulbs.
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tilting doors)
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(for roller doors)

The Herculift® RDO V12  roller door opener 

sets new standards for roller door openers, 

offering outstanding power and efficiency, 

as well as unrivalled safety and technology.  

Feature-packed in standard configuration, 

and available with a host of innovative options, 

a roller door system is not the best it can be 

without an RDO V12 opener from Herculift®.

Smooth, powerful drive operation

The RDO V12’s slimline housing 

accommodates a high performance 500 

Newton motor capable of lifting even the 

largest of roller doors.  Herculift®’s advanced 

engineering guarantees you reliable operation 

every time, with the V12’s one-piece cast 

metal base designed to take the majority of 

the load during opening and closing so that 

the motor and gear mechanisms are able to 

run smoothly and precisely.

Soft start and soft stop – an advanced 

new feature for roller doors

A technological breakthrough by Herculift®

means the RDO V12 variable speed motor is 

able to soft start and soft stop roller doors.   

This feature, which gently accelerates the 

door during opening and gently decelerates 

the door during closing, is especially useful 

when replacing openers on older garage 

doors where jams or door “booming” can 

often occur due to age-related loss of spring 

tension and/or stickiness of the door’s 

tracks.

Automatic Safety 

Reverse System

An inbuilt Automatic Safety 

Reverse System is standard 

on all Herculift® openers. The system 

ensures your garage door reverses if it 

encounters an obstruction when closing, 

or stops the door if it is obstructed whilst 

opening.  For additional safety, an optional 

Herculift® Infrared Beam Safety Protection 

System is also available.  This system 

detects obstructions with an infrared beam, 

which, when broken, automatically reverses 

the garage door to prevent damage to your 

door or car.

Hopping Code Technology

The inclusion of hopping code technology as 

a standard feature on the RDO V12 means 

that your opener is as safe as it is reliable.  The 

code hopping mechanism generates a unique 

code each time the transmitter is activated, 

and, with over 4.29 billion different possible 

combinations, Herculift®’s hopping code 

technology is your promise of security for 

a lifetime.

Additional Features

Electronic Power Stabiliser™ – an industrial 

innovation

The RDO V12 opener is specially designed 

to withstand wide power fluctuations in 

even volatile power supply environments.  

The unit incorporates as a standard feature 

an Electronic Power Stabiliser normally 

used for converting power in only the most 

expensive electrical appliances.  Where other 

openers would fail to operate, your RDO 

V12 is guaranteed to continue functioning 

smoothly and reliably (see tech specs 

below).  The Power Stabiliser also offers the 

added benefit of increased protection for the 

electronics of the opener.

Automatic Courtesy LED Light

A Courtesy Lighting System is automatically 

activated for three minutes each time the 

remote transmitter is used.  The LED lighting 

is exceptionally bright and energy efficient, 

and there are no globes to replace.

Technical Specifications
Input Voltage

210 - 265V, AC, 50 - 60 Hz
Remote Frequency

433.92 Mhz, Hopping Code
Maximum Lift-up Force (motor)

1,000 Newton
Code storage

6 x 4 button transmitters
Max Door Size

3.0m H x 6.0m W (or up to 120Kg in Door Weight)
Warranty
Two Years

Technical Specifications
Input Voltage

210 - 265V, AC, 50 - 60 Hz
Remote Frequency

433.92 Mhz, Hopping Code
Maximum Lift-up Force (motor)

450 Newton
Code storage

30 x 4 button transmitters
Max Door Size

3.0m H x 6.0m W (or up to 22m2)
Warranty
Two Years


